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ALUMINUM OR ZINC PLATE

% EXTEND 20 mm
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STATE PROJECT NUMBER

"V" GROOVE

SECTION C

NOTES

WHEN PARAPETS ARE POURED CONTINUOUSLY

FROM END TO END, THEY SHALL BE SEPARATED
AT THE DEFLECTION JOINTS BY A PIECE OF 3 mm

ZINC OR ALUMINUM PLATE CUT AS SHOWN IN

SECTION 'B'BY SHADED

AREA.

JOINTS IN PARAPETS ARE USED AT THE

DEFLECTION JOINTS, ONE SIDE OF JOINT SHALL
BE COATED WITH BITUMINOUS PAINT AND PLATE

SEPARATORS MAY BE OMITTED.

SEE SHEET L

ANCHOR ASSEMBLY IS NOT USED.

BARS
TO INSERTS.

SYM. ABOUT
ASSEMBLY

8 mm ¢

THREADED INSERTS FOR 22 mm ¢ X 51mm LONG
GALVANIZED HEX. HEAD CAP SCREWS. CAP
SCREWS TO BE THREADED A MIN. OF 48 mm
AND SHALL BE SUPPLIED, INCLUDING WASHERS,
WITH ASSEMBLY. INSERTS TO BE THREADED

A MINIMUM QOF 44 mm.

BARS
WELD TO INSERTS.

DETAIL OF ANCHOR ASSEMBLY

NOTE:

HEX. HEAD CAP SCREWS & WASHERS TO BE

GALVANIZED IN ACCORDANCE WITH AASHTO M232 CLASS C.

IF CONSTRUCTION

QPLACE ANCHOR ASSEMBLY AT ALL ABUTMENT WINGS
WHERE ATTACHMENT FOR BEAM GUARD IS NEEDED.

GROOVE TO END OF PARAPET WHEN
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